
新材種 SG66  
焼入鋼の溝入れ加工用 

NEW GRADE SG66  
FOR GROOVING HARDENED STEEL 





• 60 HRC
Can be used to machine hardened

steels up to 60 HRC

•

Very well suited to hard / soft

transition and interrupted cuts

•
In-house coating for fast delivery

THE DIFFERENCE:  

MORE POSSIBILITIES
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Grade Description

•
•
•

Coating

Carbide

Fine grain carbide
• High heat resistance
• High hardness
• High bending strength

Grade Coating structure Recommendation Application

SG6_ AlTiSiCrN

P05 M05 K05 N05 S05 H05

Contour Finishing
Hard / Soft transition Milling

P10 M10 K10 N10 S10 H10

P20 M20 K20 N20 S20 H20

P30 M30 K30 N30 S30 H30

P40 M40 K40 N40

P50 M50

ISO 513 P M K N S H
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Grade Description

Coating
SG6_  

 (AlTiSiCrN)

:

: 1200°C

: 6μm

: 3500 HV0,05

率 450-500 Gpa

SG6_ 
Aluminium Titanium Silicon Chromium Nitride (AlTiSiCrN)

Colour: Copper

Max. operating temperature: 1200°C

Coating thickness: 6μm

Hardness: 3500 HV0,05

E-modulus 450-500 Gpa
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PCBN SG66

AS66 SG66
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Grade
 vc [m/min]

Cutting Speed vc [m/min]
 f [mm/ ]

Feed [mm/rot]

SG66 60 0,05

CBN / PCBN 130 0,05

Grade
 vc [m/min]

Cutting Speed vc [m/min]
 fz [mm/ ]

Feed [mm/tooth]

SG66 200 0,12

AS66 200 0,12

Tool life comparison

+ 33%

+ 32%

60 HRC
Application: Contour finishing 60 HRC

Application: Face Milling
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FIND YOUR RIGHT

TOOLING SOLUTION NOW. 

horn-group.com

DEUTSCHLAND, STAMMSITZ 
GERMANY, HEADQUARTERS

—

Hartmetall Werkzeugfabrik  

Paul Horn GmbH

Horn-Straße 1

D-72072 Tübingen

Tel  +49 7071 / 70040

Fax +49 7071 / 72893

info@de.horn-group.com

horn-group.com




